
ILFORD OMNIJET Glossy self-adhesive Vinyl
ON3GV5 (300gsm)

ILFORD OMNIJET Glossy self-adhesive Vinyl is a removable pressure sensitive 
microporous coated gloss vinyl. Designed to provide excellent imaging performance 
and high gloss finish for full colour graphics in indoor display applications such as 
posters, displays and graphics. The product comprises of an 80micron gloss white 
calendared vinyl substrate, an instant dry microporous coating, a clear aqueous acrylic 
adhesive that is removable for up to a year after application and a kraft paper release 
liner.

FEATURES

Microporous imaging layer
Glossy surface
Excellent printing performance with aqueous dye and pigment inks
Fast drying
Repositionable

PHYSICAL PROPERTIES

300 gsm

98 %

135 µm (with Liner 270 µm) micron (5 mil)

95,5 | 0,3 | -3,0

Weight

Opacity

Caliper

Tint (CIE L* a* b*)

PRINTER & INK COMPATIBILITY

This Paper is designed for use with most wide format inkjet printer systems using either 
aqueous dye or pigment inks from major manufacturers.
 
Printer and driver settings may need careful setup to ensure optimum performance. Ink 
loads need to be set appropriately for the ink/printer combination in use.

AVAILABILITY

All standard widths from 24” (61cm) to 50” (127cm)

ENVIRONMENTAL CONDITIONS

15–25°C, 35–65% r.h. non-condensing

15–25°C, 35–65% r.h. non-condensing

Operating

Storage

ADDITIONAL INFORMATION

Finished prints should be interleaved and stored carefully to prevent scratching. 
Fine art ink and print surfaces are more delicate than conventional RC inkjet prints
and should be handled with care.

Specifications subject to change without notice.
All trademarks are the property of their respective companies.
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